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SPECIFICATIONS

STRUCTURE Earthquake Resistant R.C.C. Frame
FLOORING - Vitrified/ Ceramic Tiles
. _  OBD/Acrylic Emulsion over
LIVING- DINING | waLL cement plaster finished.
BEDROOM DOOR . Hardwood frame with Flush Door/
Skin Molded Door
FLOOR - Vitrified/ Ceramic Tiles
WALL _ OBD/Acrylic Emulsion over
BEDROOMS cement plaster finished.
. Hardwood frame with Flush Door/
DOOR Skin Molded Door
FLOOR - Vitrified/ Ceramic Tiles
_ Combination of Designer Ceramic
KITCHEN WALL tiles 2’ above the working counter.
FIXTURES - Good Quality Stainless Steel Sink.
FLOOR - Ceramic Tiles
TOILETS WALL - Designer glazed tiles upto 7’
FITTING - Superior quality CP fitting
Copper wiring in concealed PVC conduits, switches
ELECTRICAL for light & power points. TV and Telephone points in all
bedroom & drawing/dininig.
WINDOWS Wooden/UPVC Window and Door Frames.
DOOR Designer door at the main entrance.
BALCONY Anti Skid Ceramic Tiles.

LIFT

Modern Elevators.




